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Super Cast
MPI 1005 SC series

Cast
MPI 1950 series

Premium Polymeric
MPI 2000 series

Polymeric
MPI 2800 series

Promotional Monomeric
MPI 3000 series

Value Monomeric
MPI 3010

Premium cast solutions for 
the most demanding 3D 
applications.

Economy cast solutions 
for versatile 3D 
performance.

Premium polymeric 
solutions for best in class 
2D applications.

Economy polymeric 
solutions for quality 2D 
performance.

Promotional monomeric 
solutions for short-term 
promotional applications.

Value monomeric solutions 
for short-term applications 
with longer viewing 
distances.

 > Maximum life
 >  Unparalleled 3D 
performance

 >  No bubbles with  
Easy Apply™ technology

 >  Reposition and slide with  
Easy Apply RS

 >  Clean long term 
removability

 > Long life
 >  Great conformability for  
3D surfaces

 >  No bubbles with  
Easy Apply technology

 >  Long life
 >  For slightly-curved surfaces
 >   No bubbles with  
Easy Apply technology

 >   Reposition and slide with  
Easy Apply RS

 >  Medium life
 >  For slightly-curved surfaces

 >  Short life
 >  For flat surfaces
 >  95 Micron
 >  Flexible sizes

 >  Short life
 >  For flat surfaces
 >  80 Micron
 >  Longer viewing distances

QUICK PRODUCT PORTFOLIO GUIDE
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The durability is based on middle European exposure conditions. Actual performance life will depend on substrate preparation, exposure conditions and maintenance of the marking.
Subject to proper use in accordance with Avery Dennison’s Technical Data Sheets and to Avery Dennison’s General Terms and Conditions of Sale (terms.europe.averydennison.com).

WARRANTY - All Avery Dennison statements, technical information and recommendations are based on tests believed to be reliable but do not constitute a guarantee or warranty.  
All Avery Dennison products are sold with the understanding that purchaser has independently determined the suitability of such products for its purposes. Avery Dennison products are warranted to be free of defects in material or workmanship for a period of one year from the date of shipment. Should a defect be communicated to Avery Dennison within 
that time frame, Avery Dennison will evaluate and determine the existence of the defect and further decide, at its sole discretion, to either replace the defective product without charge or compensate it with a credit note in such amount as Avery Dennison deems reasonable. Avery Dennison shall have no responsibility beyond the replacement value of the 
defective product nor shall in any way be liable or responsible for consequential or incidental damages. ANY OTHER WARRANTY, WHETHER EXPRESS OR IMPLIED, OR WHETHER OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR OTHERWISE, SHALL BE EXCLUDED. NO WAIVER, ALTERATION, ADDITION OR MODIFICATION OF THE 
FOREGOING CONDITIONS SHALL BE VALID UNLESS MADE IN WRITING AND SIGNED BY AN EXECUTIVE OFFICER OF AVERY DENNISON.
©2014 Avery Dennison Corporation. All rights reserved. Avery Dennison and all other Avery Dennison brands, this publication, its content, product names and codes are owned by Avery Dennison Corporation. All other brands and product names are trademarks of their respective owners. This publication must not be used, copied or reproduced in whole 
or in part for any purposes other than marketing by Avery Dennison.



 Serie Category Product Caliper (µm) Finish Adhesive Durability (yrs) Conformability Printability Features Overlaminates
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Super Cast

MPI 1005 SC 50 √ √ High 10 5 3D √ √ √ √  > Clean long term removable DOL1000/1100 (2D), DOL1460/1480 (3D), DOL4300 (1D), DOL4400 (2D)

MPI 1005 SC EA RS 50 √ √ √ √ High 10 5 3D √ √ √ √  > Easy Apply, repositionable, slidable, clean long term removable DOL1000/1100 (2D), DOL1460/1480 (3D), DOL4300 (1D), DOL4400 (2D)

Cast

MPI 1906 AP 50 √ √ √ High 7 4 3D √ √ √  > Suitable for low-energy surfaces DOL1000/1100 (2D), DOL1460/1480 (3D), DOL4300 (1D), DOL4400 (2D)

MPI 1950 50 √ √ High 7 4 3D √ √ √ √  > New - for all printer platforms DOL1000/1100 (2D), DOL1460/1480 (3D), DOL4300 (1D), DOL4400 (2D)

MPI 1950 EA 50 √ √ √ High 7 4 3D √ √ √ √  > New - for all printer platforms. Easy Apply DOL1000/1100 (2D), DOL1460/1480 (3D), DOL4300 (1D), DOL4400 (2D)
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Premium
Polymeric

MPI 2000 80 √ √ 7 4 2D √ √ √ √ DOL2000/2100/2200, DOL4300 (1D), DOL4400

MPI 2001 80 √ √ 7 4 2D √ √ √ √  > Clean removable (up to 2 years) DOL2000/2100/2200, DOL4300 (1D), DOL4400, DOL6000/6100 (1D)

MPI 2002 Opaque 80 √ √ High 7 4 2D √ √ √ √  > Clean removable (up to 2 years) DOL2000/2100/2200, DOL4300 (1D), DOL4400, DOL6000/6100 (1D)

MPI 2003 Opaque 80 √ √ √ High 7 4 2D √ √ √ √ DOL2000/2100/2200, DOL4300 (1D), DOL4400

MPI 2004 EA 80 √ √ √ √ High 7 4 2D √ √ √ √  > Easy Apply DOL2000/2100/2200, DOL4300 (1D), DOL4400

MPI 2005 EA RS 80 √ √ √ √ High 7 4 2D √ √ √ √  > Easy Apply, repositionable, slidable DOL2000/2100/2200, DOL4300 (1D), DOL4400

MPI 2006 Hi-Tack 80 √ √ √ 7 4 2D √ √ √ √  > Suitable for low-energy surfaces DOL2000/2100/2200, DOL4300 (1D), DOL4400

MPI 2020 Matt 80 √ √ 7 4 2D √ √ √ √ DOL2000/2100/2200, DOL4300 (1D), DOL4400

MPI 2040 Transparent 80 √ √ Transparent 7 4 2D √ √ √ √ DOL2000/2100/2200, DOL4300 (1D), DOL4400

MPI 2041 Transparent 80 √ √ Transparent 7 4 2D √ √ √ √ DOL2000/2100/2200, DOL4300 (1D), DOL4400

MPI 2150 Translucent 90 Lustre √ Translucent 7 4 2D √ √ √ √ DOL2000/2100/2200, DOL4300 (1D), DOL4400

MPI 2601 Wall Film 152 Lustre √ 4 4 1D √ √ √ √  > Clean removable (up to 1 yr), easy handling thanks to extra thickness DOL2000/2100/2200, DOL4300/4400

Polymeric

MPI 2800 80 √ √ 7 3 2D √ √ √ √ DOL2800/2900, DOL4300 (1D) / DOL4400

MPI 2801 80 √ √ 7 3 2D √ √ √ √ DOL2800/2900, DOL4300 (1D) / DOL4400

MPI 2802 Opaque 80 √ √ High 7 3 2D √ √ √ √  > High opacity for overposting DOL2800/2900, DOL4300 (1D) / DOL4400

MPI 2803 Opaque 80 √ √ High 7 3 2D √ √ √ √  > High opacity for overposting DOL2800/2900, DOL4300 (1D) / DOL4400

MPI 2804 EA                       NEW! 75 √ √ √ High 7 3 2D √ √ √ √  > High opacity for overposting, Easy Apply DOL2800/2900, DOL4300 (1D) / DOL4400
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Promotional
Monomeric

MPI 3000 95 √ √ 3*** 2 1D √ √ √ √ DOL3000/3100/3200, DOL4300/4400

MPI 3001 95 √ √ 3*** 2 1D √ √ √ √ DOL3000/3100/3200, DOL4300/4400, DOL5900

MPI 3002 Opaque 95 √ √ High 3*** 2 1D √ √ √ √  > High opacity for overposting DOL3000/3100/3200, DOL4300/4400, DOL5900

MPI 3003 Opaque 95 √ √ High 3*** 2 1D √ √ √ √  > High opacity for overposting DOL3000/3100/3200, DOL4300/4400

MPI 3020 Matt 95 √ √ 3*** 2 1D √ √ √ √ DOL3000/3100/3200, DOL4300/4400

MPI 3021 Matt 95 √ √ 3*** 2 1D √ √ √ √ DOL3000/3100/3200, DOL4300/4400

MPI 3022 Opaque Matt 95 √ √ High 3*** 2 1D √ √ √ √  > High opacity for overposting DOL3000/3100/3200, DOL4300/4400

MPI 3023 Opaque Matt 95 √ √ High 3*** 2 1D √ √ √ √  > High opacity for overposting DOL3000/3100/3200, DOL4300/4400

MPI 3040 Transparent 95 √ √ Transparent 3*** 2 1D √ √ √ √ DOL3000/3100/3200, DOL4300/4400

MPI 3041 Transparent 95 √ √ Transparent 3*** 2 1D √ √ √ √ DOL3000/3100/3200, DOL4300/4400

MPI 3151 Translucent 80 Lustre √ Translucent 3*** 2 1D √ √ √ √ DOL3000/3100/3200, DOL4300/4400

MPI 3601 Quick Mount 150 √ √ High 3*** 2 1D √ √ √ √  > Clean removable (up to1 yr), easy handling thanks to extra thick fi lm DOL3000/3100/3200, DOL4300/4400

Value Monomeric MPI 3010                            NEW! 80 √ √ 2 1D √ √ √ √ DOL3000/3100/3200, DOL4300/4400
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Street MPI 6121 Street Graphics 45 √ √ up to 6m** up to 6m** 1D √  > Non-PVC, for rough outdoor surfaces NOT APPLICABLE

Window

MPI 7101 PWF 180 √ √ 3 3 1D √ √ √ √  > Large perforation for building wraps DOL4000 (1D)/DOL4100

MPI 7201 PWF 180 √ √ 3 3 1D √ √ √ √  > Perforated for public transport & fl eet graphics DOL4000 (1D)/DOL4100

MPI 7301 PWF 140 √ √ 2 2 1D √ √ √ √  > Perforated for building wraps DOL4000 (1D)/DOL4100

MPI 7401 PWF 100 √ √ 1 1 1D √ √ √ √  > Perforated for public transport & fl eet graphics DOL4000 (1D)/DOL4100

Sustainable

GP 3400 60 √ √ 1 6mth 1D √  > PVC- and Phthalate-free

GP 3401 60 √ √ 1 6mth 1D √  > PVC- and Phthalate-free

GP 3420 Matt 60 √ √ 1 6mth 1D √  > PVC- and Phthalate-free

GP 3421 Matt 60 √ √ 1 6mth 1D √  > PVC- and Phthalate-free

GP 3460 Transparent 60 √ √ Transparent 1 6mth 1D √  > PVC- and Phthalate-free

GP 3461 Transparent 60 √ √ Transparent 1 6mth 1D √  > PVC- and Phthalate-free
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Super Cast

DOL 1460 Gloss 30 Gloss √ Transparent 5 3D
DOL 1480 Matt 30 Matt √ Transparent 5 3D

DOL 1000 Gloss 50 Gloss √ Transparent 7 2D

DOL 1100 Matt 50 Matt √ Transparent 7 2D
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Premium
Polymeric

DOL 2000 Gloss 80 Gloss √ Transparent 4 2D

DOL 2100 Matt 80 Matt √ Transparent 4 2D

DOL 2200 Lustre 80 Lustre √ Transparent 4 2D

Polymeric
DOL 2800 Gloss Promotional 80 Gloss √ Transparent 4 2D
DOL 2900 Matt Promotional 80 Matt √ Transparent 4 2D
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Monomeric

DOL 3000 Gloss 80 √ Transparent 2 1D

DOL 3100 Matt 80 Matt √ Transparent 2 1D

DOL 3200 Lustre 80 Lustre √ Transparent 2 1D

O
th

er
s

Speciality

DOL 4000 Ultra Clear Cast 50 Gloss √ Transparent 3 2D  > Ultra Clear, suitable for PWF overlamination

DOL 4100 Ultra Clear Polyester 25 High GLoss √ Transparent 2 1D  > Ultra clear, high gloss, suitable for PWF overlamination

DOL 4300 Anti Graffi ti 23 High GLoss √ Transparent 5 1D  > Easy to remove graffi ty

DOL 4400 UV-laminate Gloss 30 High GLoss √ Transparent 5 2D  > Suitable for graphics printed with UV-curing inks

DOL 5900 Matt 100 Matt √ Transparent 2mth 1D  > Textured overlaminate for indoor fl oor graphics

DOL 6000 Matt 125 Matt √ Transparent 3mth 1D  > Textured overlaminate for indoor fl oor graphics

DOL 6100 Matt 220 Matt √ Transparent 6mth 1D  > Textured overlaminate for indoor fl oor graphics

*   printed and laminated, depending on ink type ** depending on traffi c type and intensity ***  The durability is based on zone 1, middle European exposure conditions, vertical exposure
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